Technical overview

Professional Standards by JURA
Intelligent Pre-Brew Aroma Syster (LPBAS) .
CLARIS fier cartridge .
Variable brewing chamber 5-16g
6-level high-performance conical grinder .
High-performance pump, max. 15 bar .
Thermoblock technology 2blocks
Cappuccino frother -
Height adjustable coffee spout 6616 mm
Programmable coffee strength .
Programmable brewing temperature
Programmable amount of water
Hot water function
Integrated rinsing, cleaning and descaling
e

Programmable switch-off time

Swiss made

Specifc features
Latte macchiato at the touch of a button

Cappuccino at the touch of a button

One or two cups of coffee in one brewing operation
One or two cups of espresso in one brewing operation
Sound Design

Energy Save Mode, ESM.

Separate hot water and stearm outlet

Graphic display

Active bean monitoring

Automatic mik system cleaning

Powder chute for second, ground coffee:

Multiingua display dialogue system 7languages
Progress bar

(shows the current status of preparation) .
Maintenance status display .

Programming
Programmable hot water quantity .
Kapazitit

Bean container | optionally expandable to 20g/720g
Coffee grounds container (portions) max. 40
Water tank 571
Facts and figures

Weight B6kg
Dimensions (W Hx D) Ax47x39m
Cable length approx 11m
Amperage 0A
Voltage 220-240]50 H
Power BsOW
Tests «@®

Certified hygiene



